Amp Central Evo
firmware update procedure

To perform firmware update it is mandatory to follow these instructions, point by
point and most important to not disconnect USB cable and/or power cycle your Amp
Central Evo.

PLEASE MAKE SURE TO SAVE YOUR PRESET LIST IF YOU WANT TO. FIRMWARE
UPDATE WILL EREASE INTERNAL MEMORY AND IT WILL PERFORM A FACTORY RESET

- Connect 24V included power supply to Amp Central Evo and turn in on;
- Connect your Amp Central Evo with an USB cable to your computer.

MAC OS PROCEDURE (firmware update are possible only with M series processors.
Older processors are not supported).

1. Unzip “FLASHER” folder;

2. Enter “FLASHER” folder;

3. Right click on “VOID-X FLASHER” app (do not open .exec file, it will not work).
It could take few seconds to open. At first time a popup windows will prompt
“this app could not be open”. Right click again and click yes to “permission” pop
up window.

4. |If the flasher is not showing up, right click again and said yes again;

VoidX-Flasher

5. If nothing happen at this point, please click top left Apple logo and go to
SYSTEM SETTINGS/PRIVACY AND SECURITY/FILES AND FOLDER/VOID-X
FLASHER. Make sure to give this app all permissions.

6. Repeat point 3 again;

7. Flasher app will open and it will automatically recognize USB port you’re using
to connect Amp Central Evo. If not, click the drop down menu and select correct
port.



900 VoidX - Flasher

Serix!port i4evjcu.usbserial-2140

Firmware

Flash Firmware
View Logs

Console

8. Click on “BROWSE” button and upload firmware (.bin) file.



9. Click on “Flash Firmware” button and wait up to 30 seconds. At the end of
procedure you will be notified by a “Done! Flashing is complete!” message.

900 VoidX - Flasher

Serial port  gavictlusbserial-2140

Firmware  iUsers/redsevenamplification/Dropbox/MK - SEVEN/firmware/pre_release_10.bin
Flash Firmware

View Logs

Console 0x002b8ef2... (50 %)

0x002bf0la... (52 %)
0x002c3fcd... (54 %)
0x002c92bl... (56 %)
0x002ce50e... (58 %)
0x002d3884... (60 %)
0x002d8fea... (62 %)
0x002de438... (64 %)
0x002e35ab... (66 %)
0x002e84 .. (68 %)
0x002ed8 (70 %)
0x002f2c .o (72 %)
0x002£8720... (74 %)
0x002£d901... (76 %)
0x003029 .. (78 %)
0x003081 .. (BD %)
0x0030d8 .. (82 %)
0x00313066... (84 %)
0x00318be2... (86 %)
0x003241d1... (88 %)
0x003293 .. (90 %)
0x0032ef .o (92 %)
0x0033454a... (94 %)
0x00338c .. (96 %)
0x0033f6 .. (98 %)
Writing at 0x003457 .. (100 %)
Wrote 1208944 bytes 06842 compressed) at 0x00220000 in 20.2 seconds (effective 478.9 kbit
Hash of data verified.

Leaving...

Hard Res i .

Hard res g via RTS pin...
Done! Flashing is complete!

Showing logs:

10.At this point your Amp Central Evo is updated. Quit the application.

11.Turn off your Amp Central Evo for at least ten seconds and remove USB cable.

12.Turn on your Amp Central Evo and you will notice there’s a “TRIAL” image
showing up. You need to connect your Amp Central Evo to VOID-X Control app
(with BT or USB) to any device in order to make it disappear.

13.You're set and ready to rock!



WINDOWS PROCEDURE

PwnNPE

Unzip “FLASHER” folder;

Enter “FLASHER” folder;

Right click on “VOID-X FLASHER.exe” app;

Flasher app will open and it will automatically recognize USB port you’re using
to connect Amp Central Evo. If not, click the drop down menu and select correct
port.

= VoidX - Flasher O X
Senal port  coMms

Firmware  C:\Users\lucaf\eclipse workspace\voidx-public-app\build\voidx-public-app.bin Browse

Flash Firmware
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Click on “BROWSE” button and upload firmware (.bin) file
Click on “Flash Firmware” button and wait up to 30 seconds. At the end of
procedure you will be notified by a “Done! Flashing is complete!” message.

. At this point your Amp Central Evo is updated. Quit the application.



8. Turn off your Amp Central Evo for at least ten seconds and remove USB cable.

9. Turn on your Amp Central Evo and you will notice there’s a “TRIAL” image
showing up. You need to connect your Amp Central Evo to VOID-X Control app
(with BT or USB) to any device in order to make it disappear.

10.You're set and ready to rock!

FIRMWARE HISTORY

- V1.0: original firmware;
- V1.1:random screen freezing at power on procedure fixed.



